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= (54) Title: DEVICE FOR THE ANALYSIS OR ABSORPTION MEASUREMENT OF A SMALL QUANTITY OF A LIQUID 
= MEDIUM BY MEANS OF LIGHT 
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(57) Abstract: The invention relates to a device (1) comprising integrated beam switching 
systems using corresponding devices (7 and 9) and fibre-optical light guides (10 and 11) for 
guiding the light (3) used for the analysis of a liquid medium (2), for example in a spectropho- 
tometer, a spectrofluorimeter or a similar measuring device, to a measuring point located on 
the device (1) and embodied as a receiving surface (4) for the medium, and back therefrom 
le spectrophotometer, spectrofluorimeter or the like. Said receiving sw- 
ig point on the upper side of the device (1) and is closed by a 
cover-type detachable reflector (8) in the position of use. Said reflector is in close contact 
with the sample or the medium (2) and can be removed before the application of the sample 
and for cleaning the measuring point. 



(57)&i» 



g (1) hat integrierte Strahlumlenkungen mit Hilfe 



ai (7 und 9) sowle faser-optische Lichtleiter ( 10 und 1 1) zum 
Fuhren des zur Analyse eines fliissigen Mediums (2) dienenden Lichts (3) beispielsweise in 
einem Spektral fotometer, Spektralfluarirneter oder einer ahnlichen Messvorrichmng zu der 
an der Vorrichtung (1) befindlichen, als Aufhahmeflache (4) fur das Medium ausgebildeten 
Messstelle und von dieser zurbck zu dem Detektor des Spektralfotometers, Spektralfluori- 
meters oder dergleichen. Dabei ist diese Aufnahmestelle (4) als Messstelle flachig an der 
Oberseite der Vorrichtung (1) vorgesehen und in Gebrauchsstellung durch einen deckelarti- 
gen losbaren Reflektor (8) abgeschlossen, der auch die Probe beziehungsweise das Medium 
(2) abstandslos beruhrtund vordem Aufbrlngen der Probe sowie zumReinigen der Messstelle 
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